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No Length
1- 1 Km
L. 4off 230um Primary Coated Fibers, Colours Blue, Orange, Green & Brown e- e Km
X Laser Grade Fiber in Table, Gigabit Ethernet 3- 3 Km
Maximum Link distance SX (830 nm)/ LX (1300 nm) _
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9—-|Cut Length
2. Outer Jacket Text in contrasting colour ey orange 3o/10 40071000 *| 6257125 OMI+ X0996c0-9
Example (excluding Reel No & Meter mark) grey black 3.5/1.0 160/200 62.5/125 E X-599622-8
"AMP NETCONNECT F.O.CABLE X-599622-1 INT/EXT RODENT RESIST GLT 4X 62.5/125S" orange orange 3.5/10 500/500 50/125 OM2 X-599622-7
3. Mechanical Properties of Cable (Tested according to 1EC60794-1) orange orange | 35/10 72072000 %] S0/125 OM2+ | X79976cc-6
Nominal weight 48.0 kg/km grey orange 3.5/1.0 200/600 62.5/125 OM1 X-2599622-5
Minimum Installation Bend Radius 130 mm blue yellow | 0.45/0.35 |single mode 9/125 0OSe X-599622-4
Maximum Operating Tension 650 N orange Aqua 3.2/10 35007500 007125 OM4 X=999622-2
|P]/I0><ir*1utrj1 CPTush Restjstange 1000 8N0 o 4 70 e grey blue 3.5/1.0 160/500 62.5/125 S X-599622-1
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Irﬁ)ternol%Exteprml Grode ’ EOLOSG Tube éafket Btin. lose dbrin Sanculath @ Floer Type AFRID Eart
Low Smoke Zero Halogen Material to ke compliont with orour c;wour e 8506%?2%9 noer
Water Absorption  IEC60811-1, {2mg/cme 10days @/0°C T S A L O e dNCTRTORATED JDYER E Tyco Electronics UK Ltd
SMOL(@ EMiSSiOH IEC 61034 DRGANIZATION SHOULD BE CONTACTED FOR THE LATEST REVISION. CHK Tyco Electronics Boolelwyololan, Denbighshire, LLI8 5T7 UK
Acid Gas Emission IEC 60754-1 DIMENSIONS: TOLERANCES UNLESS AP]\%WALKER NAVE
Toxicity NES 60713 MM ITHERVISE SPEEFIER 1T A GIBBON FO CAB I/E RR GLT x4
Fire Propogation  IEC 60332-1 & 60332-3 oo = PRODUCT SPEC Fiber Optic Coble
2 PLC  20.01 - Rodent Resistant Gel Loose Tube x4
4. To meet the requirements of TYCO ELECTRONICS environmental @Eiﬁtﬁ o ST A SZE | CaE o [oRAwIG 1D
specification 230-702 ANGLES = —
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