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Medium-wall, heat-shrinkable polyolefin tubing

Uncoated tubing

Recommended application Ordering description Dimension (mm)
diameter (mm) D W

min. max. a (min.) b (max.) a (min.) b (min.)

3,5 9 MWTM 10/ 3-A/U 10 3 0,3 1,0
5,5 14,5 MWTM 16/ 5-A/U 16 5 0,3 1,4
9 22,5 MWTM 25/ 8-A/U 25 8 0,4 2,0

13 31,5 MWTM 35/12-A/U 35 12 0,4 2,0

17,5 45 MWTM 50/16-A/U 50 16 0,5 2,0
21 57 MWTM 63/19-1000/U 63 19 0,6 2,4
24 68 MWTM 75/22-1000/U 75 22 0,6 2,7
27,5 77 MWTM 85/25-1000/U 95 25 0,6 2,8

32 86 MWTM 95/29-1000/U 95 29 0,7 3,1
37 104 MWTM 115/34-1000/U 115 34 0,7 3,1
46 126 MWTM 140/42-1000/U 140 42 0,7 3,1
55 144 MWTM 160/50-1000/U 160 50 0,7 3,2
66 162 MWTM 180/60-1000/U 180 60 0,7 3,2

Adhesive coated tubing

Recommended application Ordering description Dimension (mm
diameter (mm) D W

min. max. a (min.) b (max.) a (min.) b (min.)

3,5 9 MWTM 10/ 3-1000/S 10 3 0,3 1,0
5,5 14,5 MWTM 16/ 5-1000/S 16 5 0,3 1,4
9 22,5 MWTM 25/ 8-1000/S 25 8 0,4 2,0

13 31,5 MWTM 35/12-1000/S 35 12 0,4 2,0

17,5 45 MWTM 50/16-1000/S 50 16 0,5 2,0
21 57 MWTM 63/19-1000/S 63 19 0,6 2,4
24 68 MWTM 75/22-1000/S 75 22 0,6 2,7
27,5 77 MWTM 85/25-1000/S 95 25 0,6 2,8

32 86 MWTM 95/29-1000/S 95 29 0,7 3,1
37 104 MWTM 115/34-1000/S 115 34 0,7 3,1
46 126 MWTM 140/42-1000/S 140 42 0,7 3,1
55 144 MWTM 160/50-1000/S 160 50 0,7 3,2
66 162 MWTM 180/60-1000/S 180 60 0,7 3,2

MWTM Medium-wall, heat-shrinkable tubing for general
electrical insulation, sealing and corrosion
protection purposes. The tubing is weathering
and UV-resistant. 

Temperature range: – 40°C to +120°C (uncoated)
– 40°C to +  90°C (coated)

Dielectric strength: 14 kV/mm
Colour: black
Delivery form: A/U = uncoated on spools

1000/U = uncoated, 1 m cut lengths
1000/S = adhesive coated, 1 m cut lengths

Dimensions:
D: Diameter
Da: Diameter as delivered
Db: Diameter after free recovery
W: Wall-thickness 
Wa: Wall-thickness as delivered
Wb: Wall-thickness after free recovery
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