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Code Code Cable ties Dimensions (mm) Bag Carton

Natural Black width (mm) A B C F H pcs pcs

5426 3MVE 5428 3MVE 3,6 19 19 4,2 4 5 100 10.000
5427 3MVE 5429 3MVE 4,8 27 27 4,2 6 7,4 100 5.000

mounting bases WITH ACRYLIC BASE ADHESIVE

Adhesive data sheet u.m. rubber acrylic

base base

Bonding foam polyethylene polyester
Density kg/m3 100 320
500 hour static shear adhesion* kg/cm2 0,7 0,3
Maximum recommended weight loading* kg/cm2 0,36 0,15
Dynamic shear adhesion kg/cm2 4,1 8
Tensile strength kg/cm2 >10 >20
Elongation >150% >90%
U.V. resistance not recommended good
Service temperature -40°C / +60°C -40°C / +120°C
Recommended application +15°C / +40°C +15°C / +40°C
Use immediate application

application after 24h rest
* On clean zinc metallic surfaces.

ADHESIVE DATA SHEET

Code Code Cable ties Dimensions (mm) Bag Carton

Natural Black width (mm) A B C F H pcs pcs

5426 RBE 5428 RBE 3,6 19 19 4,2 4 5 100 10.000
5427 RBE 5429 RBE 4,8 27 27 4,2 6 7,4 100 5.000

mounting bases WITH RUBBER BASE ADHESIVE

Code Code Cable ties Dimensions (mm) Bag Carton

Natural Black width (mm) A B C F H pcs pcs

5421E 5423E 3,6 19 19 4,2 4 5 100 10.000
5422E 5424E 4,8 27 27 4,2 6 7,4 100 5.000

mounting bases WITHOUT ADHESIVE (application with screw)
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Applications

They are used with cable ties, for rouling and
securing wire bundles or cables. Their thin
profile allows use in limited areas.

Operating temperature: -10°C ÷ 60°C
Flammability rating: UL 94-HB.

MOUNTING BASES - SINGLE WAY

Characteristics

Material: ABS.
(characteristics on page 19)
Self adhesive bases with 2 different types of
adhesive foam: rubber base, acrylic base.
The rubber base adhesives: are
particularly suitable for immediate
applications.
The acrylic base adhesive: is instead more
suitable for long period applications and
where a good UV ray resistance is required.

Benefits

Easy to apply.
Suitable for cable ties up to 4,8 mm width.
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INSTALLATION INSTRUCTION FOR SELF ADHESIVE MOUNTING BASES
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Clean the surface using an
appropriate cleaner (e.g.
isopropanol/water) avoiding
to leave any residues.

1 Wait until the cleaned sur-
face is completely dried.

2 Peel off the protective
film avoiding to touch
the adhesive.

3 Put the base on the clea-
ned surface pressing
down with the finger for
several seconds.

4 Wait for a certain time (minutes
in case of syntetic rubber, hours
in case of acrylate) to assure the
max adhesion to the surface.
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MOUNTING BASES - TWO WAYS

Code Code Cable ties Dimensions (mm) Bag Carton

Natural Black width (mm) A B C F H pcs pcs

5467 3MVE 5469 3MVE 3,6 19 19 4,1 4 5 100 10.000
5473 3MVE 5475 3MVE 4,8 27 27 4,8 6 6,5 100 5.000

two way mounting bases WITH ACRYLIC BASE ADHESIVE

Code Code Cable ties Dimensions (mm) Bag Carton

Natural Black width (mm) A B C F H pcs pcs

5467 RBE 5469 RBE 3,6 19 19 4,1 4 5 100 10.000
5473 RBE 5475 RBE 4,8 27 27 4,8 6 6,5 100 5.000

two way mounting bases WITH RUBBER BASE ADHESIVE

Code Code Cable ties Dimensions (mm) Bag Carton

Natural Black width (mm) A B C F H pcs pcs

5466E 5468E 3,6 19 19 4,1 4 5 100 10.000
5472E 5474E 4,8 27 27 4,8 6 6,5 100 5.000

two way mounting bases WITHOUT ADHESIVE (application with screw) 
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